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The IWC-701 Mob ile Router is a  devic e for 
estab lishing  w ireless network c onnec tion w ith 
no geographical limits (in a reas w ith GSM 
c overage) – you may c a ll it a  p riva te, fully 
protec ted wireless world-wide LAN. 
 
Ma in fea ture of the p roduc t is da ta  
transmission over the a ir, using  GPRS/ EDGE 
tec hnolog ies. To ensure the transmission 
redundancy, the p rod uc t is able to use two 
separate GSM networks. The IWC-701 was 
designed  w ith higher standards to meet 

expec ta tions espec ia lly for bank sec tor so it gua rantee reliab le and stability of transmission 
a t first. Imp lemented  p rotoc ols ensures transmission sec urity and  c urrent firmware makes the 
p la tform for further modifications, ac cord ing  to end user spec ific ations. The router 
inc orpora tes mic roc ontroller equipped  w ith powerful resourc es, working  under soc ket based  
TCP/ IP stac k d riven by rea l time opera ting  system (RTOS). This a rc hitec ture a llows performing  
IP routing  servic es, as well as other c ustom d efined  ac tions. As a result of customization the 
user receives a devic e which entirely meets his requirements. 

Applic ation examples 
Bank sec tor 

 

Energy sec tor 

 
Security sec tor 

 

Server backup 

 
Backup for UPS system 

 

Remote c ontrol of d ispensers & vending 
machines 
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   Tec hnic al spec ific ation 
 

General 

SIM 

·  Dua l SIM c a rd  reader 
  - SIM1 – Ma in GSM network 
  - SIM2 – Backup  GSM 
network 

GSM 
Modem 

·  Wismo Quik Q2687 

Wireless 
·  GSM 850/ 900/ 1800/ 1900 
·  GPRS 
·  EDGE 

Da ta  
interfac e 

·  Seria l RS232 (log  c onsole) 
·  Ethernet 10/ 100Mbps 

Antenna  
·  GSM – 50�  SMA 

c onnec tor 
Power ·  8 – 30 VDC 

Ind ic a tion 
LEDs 

·  Power 
·  Devic e sta tus 
·  GSM link 
·  Ethernet 

Working  
tempera tur

e 
·  -40oC to +85oC 

Size ·  10,5c m x 3c m x 12,5c m 
Weight ·  300g  
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Software 

Protoc ols 

·  TCP 
·  IP 
·  PPP (PAP or CHAP authentic a tion) 
·  ARP 
·  ICMP 
·  UDP 
·  HTTP 
·  GRE 

Management ·  Web  server and  loc a l ac c ess 

Network 
fea tures 

·  Detec tion of network p rob lems and  automatic  sw itc h over to 
sec ond  SIM c a rd  

·  DHCP Server 
·  Keep  a live 
·  TCP/ IP SYN/ ACK route inspec tion 
·  Automatic  c onnec tion rec overy 
·  NAT tab le enab ling  inc oming tra ffic  
·  GRE tunneling  w ith keep  a live op tion 

 

Other 

Fea tures 
·  Portab ility 
·  Ad d itiona l fea tures c an be developed  on ind ividua l c ustomer 

requirements  
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